
TORQUE
Exterior Surface Mounted GU10 / MR16 Cone Wall Lights IP65
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TORQUE3 (GU10)
TORQUE4 (MR16)

(Antique Brass)

TORQUE5 (GU10)
TORQUE6 (MR16)

(Black)

TORQUE7 (GU10)
TORQUE8 (MR16)

(White)

TORQUE9 (GU10)
(Aged Brass)

● Single fixed head
● Input voltage: GU10: 110-240V; MR16: 12-24V
● Housing: solid brass or aluminium
● Diffuser: clear glass
● Lamp holder: GU10 or MR16
● Globe not included
● MR16 fitting requires external 12V control gear 

Part No. Description Material Colour Box 
Weight Box Size Carton

QTY

TORQUE3 WALL S/M GU10 CONE Antique Brass Solid Brass Antique Brass 1.0kg 14x10x8.5cm 1/20

TORQUE4 WALL S/M 12V MR16 CONE Antique Brass Solid Brass Antique Brass 1.0kg 14x10x8.5cm 1/20

TORQUE5 WALL S/M GU10 240V CONE Powder coated Black Aluminium Matte Black 0.4kg 14x10x8.5cm 1/20

TORQUE6 WALL S/M MR16 12V CONE Powder coated Black Aluminium Matte Black 0.4kg 14x10x8.5cm 1/20

TORQUE7 WALL S/M GU10 240V CONE Powder coated White Aluminium Matte White 0.4kg 14x10x8.5cm 1/20

TORQUE8 WALL S/M MR16 12V CONE Powder coated White Aluminium Matte White 0.4kg 14x10x8.5cm 1/20

TORQUE9 WALL S/M GU10 240V CONE Solid Aged Brass Solid Brass Aged Brass 1.0kg 14x10x8.5cm 1/20
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